
Diesel Engine Generator
SDG800S

SDG800S-3A7

SDG800S

Diesel Engine Generator

Output：700/800 kVA

By increasing the fuel tank capacity to 730 liters, it is now possible 
to run continuously for approximately 9 hours at maximum.

Point 1
Long continuous operation made possible

Manual parallel operation is available as a standard specification. 
Additionally, automatic parallel operation is also selectable as an 
option.

Point 2
Parallel operation compatible

A convenient fuel air vent device for easy air bleeding during fuel 
shortage is included as standard equipment. Air bleeding can be 
done using the switch on the control panel.

Point 3
Fuel air vent device included as standard equipment

※Operational time under 50Hz frequency and 50% load

Model Change of 800kVA Generator
Achieved long continuous operation with a large fuel tank installation.

Center hoisting

Terminal block

Equipped with a visor 
at the intake

Resistant to noise and rainwater

■Manual Parallel Operation (Standard Specification)　■Automatic Parallel Operation (Option)

Old model
（SDG800S-3A6）

New model
（SDG800S-3A7）
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Dual voltage (Manual parallel)

4
3-phase 0.8（lagging） / Single-phase 1.0

KOMATSU SAA12V140E-3
12 Cylinder, Direct-Injection, Turbo-Charged, Intercooled
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●Generator
Power supply
Frequency

Pole 
Power factor
●Diesel Engine
Model name
System
Total displacement
Rated output
Rated rotation speed
Use fuel
Fuel tank capacity

Fuel consumption

Engine oil volume
Coolant water volume
Battery × unit
●Weight Dimension etc.
Length × Width × Hight
Dry (Operating) weight
Sound power level LwA※1

Sound pressure level (7m 4direction/no load)
Engine emission control

■Specificatin table

Hz

kVA

V
A

kVA

V
A
kVA
V
kVA
P

L
kW
min-1

L

L/hr

L
L

mm
kg
dB
dB[A]

SDG800S-3A7

※1 Sound power level is based on 60Hz and the value at no-load rated speed. [ ] indicates the classification under the low noise designation of the Ministry of Land, Infrastructure, Transport and Tourism.

※2 Dimensions with visor included are indicated in ( ).

OUT HEAD OFFICE AND 
PLANT ARE CERTIFIED

TO BOTH ISO 9001 AND ISO 14001.

ISO9010: JQA-0581
ISO14001: JQA-EM4670
Nigata plant

SAFETY

is a registered trademark of Hokuetsu Industries Co., Ltd. 

● This catalog is current as of September 2023. 
Be aware that the specifications, appearance, 
and other details may be changed without 
notice.
● For reasons related to printing, the paint 
colors seen here may differ from the actual 
products.

● Operate safely in accordance with operation manual.

● To prevent trouble and accidents, perform daily and 
     preventive maintenance checks without fail.
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3 phase/4 wires
400V class

Prime output
Stanby output
Voltage
Current
Prime output
Stanby output
Voltage
Current
Output
Voltage
Socket

3 phase/4 wires
200V class

Single phase

50% Load
75% Load


